Annexure  -II
Standard   Accessories  should  be  included  for  below  required  purposes : 

a)  Should   have  provision  for  V-Block  &  centre  attachment  for  checking  cylindrical  jobs .
b) Transmitted  illumination : Illumination  with  adjustable  aperture  diaphragms . 

12V / 50 W  halogen  lamp ( Brightness  Adjustment ) .

c) Provision  for  surface illumination  for  checking  contour / profile  of  projected  image .

d) Should  be  capable  of  measuring  metallic , non –metallic , polymers  etc . 

e)  Should be  capable  of  measuring  a) Point , Circle , Angle ,Distance ,Cone ,Sphere ,Holes and  Cavity  etc .

f) Should  be  capable  of  Auto  Viedo  edge  detection  &  Auto  focus .

g) Instrument should  have  facility  of  PC  attachment  &  provision  of  required  P.C .

with  necessary  software . The  feature  of  software  to be  mentioned  explicitly . 

h) Should  have  Dovetail  slide  for  additional  headstock  adjustment  to  accommodate  fixturing . 

Accessories  ( Optional)  : 
a) Provision  for  checking  Bore  and  Helix  using  Touch  Probe ( Renishaw  make / equivalent  with  provision  of  different  sizes  and  configuration  of  probes .( To be  quoted  separately ) 

b) Magnification  lens  10X , 30X   &  50X ( To be quoted  separately )

General  Requirements : 
i) Electrical  equipments  should be  suitable  for  operation  on 220V ± 10% ,single  phase , 50 cycles  AC  supply .
ii) The  equipment  should  be  designed  so  as to  provide  for  easy   maintenance / repair  of  all  parts .

iii) All  components  used  for  the equipment  should  be  best  quality and  reputed  make . 

iv) Adequate  protection  should  be  provided  for  all  components  against  possible  damages .

v) The  equipment  should  be manufactured  and  processed  in accordance  with good  design  and  sound engineering  practice  and  to the  entire satisfaction  of  the  inspection  authority .

vi) The  equipment  should  be  fitted  permanently   with  a nameplate  at visible  place  incorporating  the  following  information :

Nomenclature 

Sl   no  of the  equipment 

Model  

Month  &  year  of  manufacture 

Name  of  the  supplier / manufacturer  

Origin 

- Accuracy  of the  equipment  as  per   suppliers  test  report  should  be  demonstrated  during  pre-dispatch  inspection  and  during  delivery . 

- Training  on operation  and  maintenance  to be imparted  to our  personnel   during  pre-dispatch  inspection  and  during  delivery . 
- Warranty : - The  equipment  should be  under  a warranty  period  of  12  months  form the date  of commissioning  against  defective  design , material , workmanship  etc . 

- Name   and  address  of  customer’s  with  whom machines  of the  offered  model  are  in operation  for  more  than  a year  should  be  indicated . 

- The  quotation  should  be  furnished  along  with  the  following :

a. Catalogue / literature  for  the  offered  model  in  English .

b. List  of  standard  accessories .

c. List  of  optional  accessories  with  itemized  cost .

- List  of  spares  with  itemized  cost  for  two  years  trouble  free  and  smooth  operation .

- One  copy  of  test  chart , in support  of  accuracy  achievable  with  the  machine , should  be  forwarded  along  with  the  quotation .
- Two  sets of  technical  literature (in  English) illustrating  the  design , operation  and  maintenance of the  equipment &  accessories  should be  supplied  along  with  the equipment .

- Recommended  spares  for  three  years  normal  running  maintenance  should  be  quoted . 

- All  the  accessories  including  standard  and  optional  should  be  quoted  with   itemized  cost . 

- The  equipment  will  be inspected  by  our  representatives  at  your  site , manufacturer’s / supplier’s  site  prior  to dispatch , as  well  as  at  our  site   during  commissioning  and  installation . 

- After  sales  service  support  for  the  offered  equipment  should  be clearly  indicated .

- Three  copies  each  of the  following   documents  (in  English) should  be  provided  with  the  machine . 
- Calibration  certificates   to be provided  along  with  the  equipment . 

Operation  instruction  manual 

· Mechanical  and  Electrical  maintenance  manual  including  spare  parts , catalogue  and  specifications  

·  Operational   Manual .

· List  of  spare  parts  for  minium two  years  trouble  free  operations  with  itemized  cost . 

