SPECIFICATION OF WIRECUT EDM  (Annexure-I)
	SL.NO
	DESCRIPTION
	SPECIFICATION

	Machine Tool



	1
	MAXIMUM TABLE SIZE
	NOT LESS THAN 35O X600MM



	2
	MAXIMUM WORKPIECE HEIGHT
	NOT LESS THAN 200 MM



	3
	MAXIMUM WORKPIECE WEIGHT
	NOT LESS THAN 300KG



	4
	MAIN TABLE TRAVERSE(X,Y)
	NOT LESS THAN 250,350MM



	5
	AUXILIARY TABLE TRAVERSE(U,V)
	30,30MM

	6
	MAXIMUM TAPER CUTTING ANGLE
	+ 50/100MM



	7
	DRY RUN SPEED
	80MM/MIN OR BETTER


	8
	WIRE DIAMETER
	0.25 MM



	9
	DISPLAY
	COLOUR LCD



	10
	MINIMUM INPUT COMMAND
	0.001MM OR BETTER



	11
	INTERPOLATION FUNCTION
	LINEAR & CIRCULAR

	12
	SIMULTANOUSLY CONTROLLED AXES
	X,Y,U,V

	13
	MIN.RESOLUTION FOR X,Y.U,V 
	0.001MM  OR BETTER



	14
	DATA INPUT/OUT PUT
	USB 2.0

KEYBOARD

RS 232C ISOLATED SERIAL INTERFACE

	15
	INPUT POWER SUPPLY
	3 PHASE,AC 415 V,50HZ



	16
	CONNECTED LOAD
	3 KVA



	17
	AVERAGE POWER CONSUMPTION 
	1.3 TO 2.3KVA OR BETTER

	DIELECTRIC UNIT



	1
	DIELECTRIC FLUID
	WATER



	STANDARD ACCESSORIES



	3
	MINERAL FILTRATION SYSTEM


	


