SPECIFICATION FOR ALL GEARED CONVENTIONAL LATHE 

	CAPACITY
	

	Height of  Centres

Swing over Bed

Swing over Carriage

Distance between Centre

Bed Width
	Not less than 170 mm

Not less than 340 mm

Not less than 170mm

Not less than 750mm

Not less than 250mm

	MAIN SPINDLE
	

	Type & size of Spindle Nose

Taper bore in Centre Sleeve

Spindle Bore
	A2/5 Camlocck-5 or better
MT-4
40mm

	TAIL STOCK
	

	Taper Bore in Spindle Sleeve

Spindle Travel
	MT-4
Not less than 150mm



	CARRIAGE
	

	Cross Slide Travel 

Top Slide Travel

Tool Shank Section
	Not less than 200mm

Not less than 100mm

Not less than 20x20 mm



	SPEEDS
	

	No.of Speeds

Range


	Not less than 8

54-2000 or better

	FEEDS
	

	No.of Feeds

Range: Longitudinal/rev

            Transverse/rev
	24 or better

0.044-0.662 or better
0.02-0.296  or better

	THREAD/NO.RANGE
	

	Metric

Inch

D,P.

Module
	0.5 -7.5
4-60TPI

8-42 DP or better
0.25-3.75 MOD or better

	ELECTRICALS
	

	Main Motor

Coolant pump
	1.5- 4.0 kW

0.06 kw


